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ABSTRACT 


Attempts  were  made  to  extend  the  design  of  an 
existing  waterproof,  high  frequency,  foil  strain  gaged, 
flush  diaphragm,  10  psl  pressure  gage  to  the  1  psl  range. 

Three  diaphragm  configurations  were  investigated: 
uniform  thickness,  tapered  thickness,  and  cantilever 
supported.  Design  equations,  for  constructing  these 
three  types  of  diaphragms  are  given.  From  information 
derived  from  these  equations,  promising  candidate  pressure 
gages  were  built:  uniform  thickness  diaphragm  gages  made 
of  various  plastic  materials,  and  a  cantilever  supported 
diaphragm  gage  with  membrane  coverings  of  two  different 
thickness.  Also  one  gage  was  built  using  a  foil  strain 
gage  Itself  as  the  diaphragm.  The  results  of  the  static 
calibrations  and  frequency  response  measurements  are 
given  for  these  gages.  One  experimental  cantilever 
supported  diaphragm  gage  looks  promising  for  further 
development.  Suggestions  for  improving  Its  performance 
are  given. 

ADMINISTRATIVE  INFORMATION 

This  work  was  performed  under  the  Center's  IR/IED  program.  Program  Element 
62766N,  Project  Number  F61412,  Task  Area  Number  ZF61412001. 

INTRODUCTION 

A  1  psl  pressure  transducer  Is  needed  to  measure  the  pressure  of  water- 
saturated  air  In  the  cavities  of  Surface  Effect  Ships  (SES)  and  SES  models  tested 
by  the  David  Taylor  Naval  Ship  R&D  Center  (DTNSRDC).  In  addition  to  a  1 
psl  full  scale  range  the  pressure  gage  should  have  the  following  characteristics: 
total  non-linearity  and  hysteresis  error  less  than  one  percent,  a  nominal 
sensitivity  of  2x10  '  volts/volt  excitation  (this  will  be  written  as  2mv/v)  , 
waterproof,  corrosion  resistant,  and  high  frequency  response.  The  frequency 
response  requirements  for  SES  models  fall  Into  two  distinct  ranges:  0  to 
20  Hz  and  0  to  600  Hz.  To  minimize  amplitude  and  phase  distortion  of  the 
pressure  signal,  a  pressure  transducer  should  have  its  lowest  resonant  frequency 
at  least  five  times  higher  than  the  highest  frequency  of  Interest.  Therefore, 


I 


to  measure  20  Hz,  the  gage  should  have  no  resonant  frequency  below  100  Hz; 
and  to  measure  600  Hz,  no  resonant  frequency  below  3000  Hz. 

PRESENT  GAOES,  THEIR  LIMITATIONS, 

AND  PLANS  TO  IMPROVE  ON  THEM 

CURRENTLY  USED  PRESSURE  GAGES 

At  present  two  types  of  gages  have  been  used  to  measure  SES  air  cushion 
pressures. 

Chamber  Tvpe  Pressure  Cage 

The  chamber  type  of  transducer  has  a  pressure-sensitive  diaphragm  Inside 
of  a  chamber  as  shown  in  Elgure  1.  Opposite  the  diaphragm,  the  chamber  has  an 
opening  that  is  connected  by  several  feet  of  plastic  tubing  to  the  SES  pressure 
cavity. 

The  chamber  type  pressure  gage  has  several  disadvantages: 

Measurement  Inaccuracy.  If  water  accumulates  in  the  tubing  between  the  cavity 
and  the  pressure  gage,  the  water  causes  a  static  pressure  head  which  can  create 
a  pressure  error  of  several  percent  for  a  1  psi  pressure  measurement. 
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Figure  I  -  Chamber  Type  Pressure  Gage 
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Flow  Distortion.  A  hole  for  the  tubing  must  be  drilled  in  the  model's  side 
panel  to  measure  the  pressure  below  the  water  line.  The  hole  distorts  the 
flow  profile  and  hence  the  resulting  pressure  measurement. 

Low  Frequency  Response.  A  chamber  type  transducer  has  an  Inherently  low  frequency 
response.  As  an  example^*  a  chamber  type  pressure  gage,  when  connected  to  the 
pressure  environment  with  three  feet  of  tubing,  has  a  resonant  frequency  of 
h7  Hz.  This  Is  below  the  minimum  desired  100  Hz. 

Waterproofing  and  Inconvenient  Mounting.  Because  of  their  large  size  and 
nu'chanical  cons t : uc 1 1  on ,  chamber  type  pressure  transducers  are  not  designed 
to  be  easily  mounted  In  a  SES  model.  In  addition,  these  gage  are  not  Inherentlv 
waterproofed  .  Therefore,  they  must  be  located  In  dry  areas  or  must  be  water¬ 
proofed  during  installation. 

Cor ros 1  on .  Gages  made  from  non-corrosive  materials  must  be  selected  and  purchased. 
Since  most  chamber  type  pressure  , ages  are  not  manufactured  from  corrosion 
resistant  materials,  special  orders  and/or  higher  costs  result. 

Flush  Diaphragm  Gage 

Flush  diaphragm  gages  have  also  been  used  for  measuring  SES  air  cushion 
pressures.  These  gages  have  the  following  desirable  features. 

Measurement  Inaccuracy.  The  flush  diaphragm  allows  the  gage  to  be  exposed 
directly  to  the  water  or  saturated  air  in  the  SES  cavity.  Thus,  there  are 
no  errors  due  to  water  clogged  tubing. 

No  Flow  Distortion.  Since  the  diaphragm  can  be  mounted  flush  with  the  SES 
side  panel,  the  flow  over  the  pressure  gage  installation  remains  undlstorted. 


*A  complete  listing  of  references  is  given  on  page  (i 


Frequency  Response.  The  frequency  response  of  a  flush  mounted  diaphragm  Is 
limited  only  by  the  natural  frequency  of  the  diaphragm. 

£or_rosl_on.  The  flush  diaphragm  gage  can  be  constructed  of  corrosion  resistant 
materials. 

Wa t e rp roof  1 ng  and  Mounting.  Standard  commerlcal  1  psl  gages  are  not  available 
as  waterproofed  units.  And  standard  waterproofing  techniques  are  not  easily 
adapted  to  their  conf 1 gurat 1 ons .  In  addition,  these  gages  are  difficult  and 
expensive  to  tnuint  since  special  adaptors  and  "0"  ring  seals  are  required. 

Fra  pile.  Commercial  1  psl  pages  are  very  fragile  and  typic  illy  during  any  one 
investigative  program  several  are  lost  due  to  mishandling. 

Pi'RWSE  OF  THESE  INVESTIGATIONS 

Several  years  ago  the  Central  Instrumentation  Department  (CID)  at  DTNSRDC 

’  i 

developed  a  pressure  transducer  known  as  the  paddle  gage  or  Bikini  gage  .  It 
can  be  manufactured  for  full  scale  pressures  ranging  between  10  and  1000  psl. 

The  Bikini  page  Is  completely  waterproofed.  Within  the  dimensional  limitations 
of  commercially  available  foil  strain  gages  used  for  pressure  measurements,  the 
case  of  a  Bikini  type  gape  can  be  made  In  any  one  of  several  styles  for  easy 
mounting  on  SES  models.  The  Bikini  gage  is  rugged.  It  Is  constructed  from 
beryllium  copper  (ReCul  a  highly  corrosion  resistant  material. 

The  purpose  of  tliese  investigations  was  to  extend  the  Bikini  gage  design  to 
a  full  scale  pressure  range  of  1  psl.  Three  types  of  diaphragms  were 
investigated:  the  uniform  thickness,  the  tapered  thickness,  and  the  cantilever 

supported.  Equations  for  the  theoretical  pressure  response  for  each  type  of 
diaphrapm.  were  developed.  These  equations  allow  examination  of  the  diaphragm 
diameter,  thickness,  and  resonant  frequency.  Based  on  these  equations  several 
promising  candidate  pressure  gages  were  built  —  Including  four  uniform  thickness 
diaj'l'.rapm  pages  made  of  various  plastic  materials  and  one  cantilever  supported 
diaphragm  page  with  membrane  coverings  of  two  different  thickness.  Also,  an 
experimental  pressure  gage  was  built  using  a  foil  strain  gage  Itself  as  the 
diaphragm.  Tlie  section  of  t  li  i  s  report  titled  DNIFORM  THICKNESS  DIAPHRAGM 


contains  (1)  the  design  equations  for  the  unlfonn  thickness  dlaphrawT  n 

(2)  considerations  on  selecting  materials  to  be  used  In  the  gage  const r 

(3)  a  description  of  the  uniform  thickness  experimental  gages  acttia'.lv 

(4)  the  results  of  static  and  dynamic  calibrations  performed  on  these  t- 

gages,  ( 5  ■)  a  description  of  the  gage  built  using  the  foil  strain  gage  t 
the  diaphragm,  and  (6)  the  results  of  the  calibration  performed  on  t f ‘■ 
The  section  titled  TAPERf'P  THICKNESS  DIAPHRAGM  contains  the  design  e  ;  !  • 
a  tapered  thickness  page.  The  section  titled  CANTU, EVER  Sl'PPORTKP  ''!'■■■ 
contains  (11  several  designs  for  cantilever  supported  gages,  (2'  a  li‘- 
of  the  experimental  gape  actually  built,  and  (3)  the  results  of  t > f- 
performed  on  this  experimental  gape.  The  section  titled  S'CMMARV  A'./ 
contains  (11  a  summary  of  the  performance  of  the  experimental  gaees  e 
conclusions  about  their  suitability  as  1  psi  transducers.  The  : 

RECOMfiFNPATIONS  contains  recommendations  for  Improving  the  perforrranct 
these  experimental  pages. 


IWIFORM  THICKNESS  DIAPHRAGM 


Figure  2  shows  a  circular  diaphragm  of  uniform  thickness  typical’’, 
pressure  cages.  In  the  Bikini  gage,  the  diaphragm  Is  usually  machine,! 
Integral  part  of  the  pressure  page  body  ^  The  uniform  thickness  dlap!  r 
easier  to  machine  than  tapered  shapes. 

Standard  foil  strain  pages,  designed  especially  for  measuring  prc*- 
when  bonded  to  diaphragms,  can  be  purchased  from  strain  gage  manufarT'ir 
The  diaphragm  strain  gage  is  a  four  active  arm  strain  page  bridge  rouri 
a  single  Insulating  backing  material  (see  Figure  2).  The  two  outer  s'r 
gage  elements  are  called  "radial”  gages  because  they  are  sensitive  r 
strain.  The  two  Inner  elements  measure  "tangential"  strain  which  Is  st 
along  circles  concentric  to  the  diaphragm's  center. 

SENSITIVITY 


When  pressure  Is  applied  to  the  transducer's  pressure-sensing  sur ; 
Figure  21  the  diaphragm  is  deflected  downward.  The  radial  elements  or 


diaphragm  strain  gage  go  Into  compression;  the  tangential  elements  go  Into 
tension.  In  Appendix  A  It  Is  shown  that  the  radial  strain  at  the  diaphragm's 
outer  edge  Is: 


U’lr  (!-v^) 
) 

/trv: 


(1) 


where  1’  =  pressure  In  psl 

F  =  diaphragm  radius 
t  =  diaphragm  thickness 
V  =  Poisson's  ratio 
F  =  modulus  of  elasticity 

The  tangential  strain  at  the  diaphragm's  center  Is  opposite  in  sign  to  e^ 
and  Is  given  by 


’  8t’i: 

These  equations  are  based  on  the  assumptions  stated  In  Appendix  A. 

For  any  applied  pressure,  Fquations  (1)  and  (2)  show  that  the  magnitude 
of  the  radial  strain  Is  twice  the  magnitude  of  the  tangential  strain. 

This  Is  an  Inherent  charac terlstlc  of  a  diaphragm  strain  field. 

Since  the  tangential  and  radial  strains  are  different.  It  Is  desired  to 
define  an  average  strain,  e^.  Average  strain  will  he  used  to  evaluate  the 
sensitivity  of  various  pressure  gage  designs.  Appendix  A  shows  that  the 
average  strain  Is 
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The  average  strain,  e  does  not  appear  uniformly  In  any  element  of  the 
dlapliragm  gage.  However,  the  output  of  the  diaphragm  gage  can  be  estimated  by 
issnmlng  It  behaves  as  a  four  active  arm  strain  gage  bridge  with  each  gage  in 
t  tic  bridge  iiaving  a  gage  f^ictor  of  2  and  each  gage  undergoing  a  uniform  strain 
witii  a  magnitude  equal  to  ie^  .  With  this  assumption,  if  e  ^  equals  about  1000 
1 1- ro  i  nches  /  1  nch  for  the  rated  full  scale  pressure  of  the  transducer,  the 
t  r  aiisii  uc  er '  s  output  will  be  2  irv/v,  the  sensitivity  desired  for  the  1  psl 
j-ressure  gage  . 


:  !  NrAii !  rv 

1' i  aph  r  Mg’.!'  strain  is  not  in  g.eneral  a  linear  function  of  pressure.  UTi  i  1  e 
!  anat  ii'iis  i!',  121,  and  (  i  1  slu>w  strain  is  a  linear  function  of  pressure,  these 

equations  are  onl  v  valid  for  small  diaphragm  deflections.  The  genera!  rule  is: 
t  i;e  deflection  .it  the  center  of  the  diaphragm  should  not  exceed  the  diaphragm 
tbi.'kness,  t,  if  tt'.e  non- 1  i  ne.ir  i  t  v  is  to  he  limited  to  1  - .  The  equation  for  the 
center  deflectii'n,  7,  is  ; 


orriMi/.iNr  SFNSinviTY  anm'  i  ikkarity 

Fquations  (31  and  (41  mav  be  combined  to  find  the  maximum  average  strain 
allowable  which  will  m.aintain  a  m.iximum  non- 1  incar  i  t  v  error  of  1%.  First 
Fipiation  (11  is  diviiled  by  the  thickness,  t,  to  give  the  d  ef  1  ec  t  ion- 1  o- 1  h  Ic  knes  s 
ratio  at  the  di.iphragm  center.  To  maintain  the  It  non-linearity  error,  this 
r.itio  is  set  equal  to  1.0: 


,  F  (1-v'l 
1  max 


iquation  (31  is  solved  for  the  ratio  which  Is  then  substituted  in  Fquatlon 

•I 

i  1  1  t  ('  give  :  ' 


) 

(tO 
a  max 


16(0.40  i8)^ 


(l-v^) 


EquaMon  (6)*  shows  that,  for  a  given  full  scale  pressure  of  P  ,  le  )  is  the 

•'  m.ix 

high'  -it  full  scale  straii  that  can  ’''O  allowed  while  keeping  the  non-linearity 
erre;  less  than  1%.  Equation  (6)  also  shows  strain  levels  (and  hence  transducer 
outputs)  are  highest  using  materials  with  a  low  modulus  of  elasticity.  Referring 
back  to  Equation  (3),  note  that  the  average  strain  could  also  he  Increased  bv 
making  the  diaphragm  thinner.  The  following  analysis  will  show  that  thinner 
diaphragms  of  materials  having  a  higher  modulus  would  produce  a  more  non-linear 
output  for  the  same  average  strain  level.  In  Equation  (3)  suppose  h  but 
t  Is  adjusted  so  that  I' ,  1 7  =  I'  •  Using  this  result  In  Equation  (5)  we  have 


I’  (1-v') 


1’  (l-v“)K 

m.ix 


ih  t^)L“ 


,  l‘  (l-v)“  K  (t“)  /  t 

1  max  .  max 


I  fi  !•:  t ' 


t  j  (  t  “  ) 


*In  Equation  (3),  the  output  strain,  e^,  is  linearly  proportional  to 
pressure.  Equation  (6)  appears  to  show  that  the  strain  Is  proportional  to 
the  square  root  of  pressure.  Actually  Equation  (6)  only  relates  the  maximum 
strain,  (Salmax  ®  desired  maximum  pressure,  Pmax»  give  a  non-linearity 
error  less  than  1%. 


Since  t-tj,  was  chosen  as  the  largest 

deflection  to  thickness  ratio  which  would  keep  the  non-linearity  error 
less  than  It,  the  deflection  ratio  1^  *  will  result  in  a  non-l  Inear  1  ty 

•rror  greated  than  It.  Also,  to  make  a  1  psi  transducer  it  is  much  more 
iitiliult  to  machine  extremely  thin  diaphragms  of  .002  to  .003  Inch  associated 
with  high  modulus  materials. 


KKFl.'t'FNl'.Y  KFSl’ONSF 

Suhiect  ti'  tlie  assumptions  listed  in  Appendix  A,  the  undamped  resonant 
freiiuencv  ol  a  rigidly  clamped  diaphragm  in  air  can  be  expressed  as  follows: 


11 


II .  *  /'  I 


t 


^■(V-u-) 


(7) 


waere  g  =  at  celerat  i  on  ofgt'avity  (38h.4  ln/sec“  ) 

'  =  specific  weight  of  the  diaphragm  material  in  Ihs/in 
Foliation  (7)  shows  that  to  get  a  high  resonant  frequency,  it  Is  desirable  to  have 
a  thick  diaphragm  of  minimum  radius  made  of  materials  having  a  low  specific  weight 
(that  is,  a  low  densltyf  and  a  high  elastic  modulus.  The  resonant  frequency 
requirements  for  a  higli  modulus  and  thicker  diaphragm  run  counter  to  the  sensi¬ 
tivity  requirements  for  a  low  modulus  and  tliin  diapliragm.  A  compromise  must  be 
nade  between  a  high  sensitivltv  and  higli  natural  frequency.  However,  once  a 
sensitivity  and  natural  freqtiency  are  selected,  the  linearity  can  be  Improved 
bv  selecting  a  diaphragm  material  with  a  low  elastic  modulus  and  simultaneously 
increasing  the  diaphragm  thickness  to  keep  the  product  Ft  constant.  This  can 
be  seen  by  first  noting  that  Equation  (3)  shows  e  »  I /Ft"  (where  the  symbol^-means 

"is  (iroport  i  onal  to"l,  while  Equation  (7)  shows  f-'otl.t-  .  Thus,  the  sensitivltv 

n 

and  natural  frequency  remain  the  same  if  the  product  Et  '  remains  fixed. 

bcvf,  in  analvsls  similar  to  the  one  at  the  top  of  this  page  can  be  performed  to 

stii'w  tliat  reducing  the  ratio  of  c  /'i  to  less  than  one  will  reduce  the  non- 

111.  i;-. 


1  i nea r 1 t  v  error  . 
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POTENTIAL  DIAPHRAGM  MATERIALS 


1 


Metals 

To  obtain  the  highest  sensitivity,  linearity,  and  natural  frequency,  the 
characteristics  of  several  metals  were  compared  In  Table  1.  Of  the  materials 
compared,  magnesium  Is  the  metal  with  both  the  lowest  modulus  and  density. 

■■j 

However,  magnesium  has  very  poor  corrosion  resistance  In  water  .  Of  the 
remaining  materials  beryllium  copper  (BeCu)  has  the  best  corrosion  resistance 
In  water.  It  Is  used  at  DTNSRDC  for  making  waterproof  Bikini  pressure  gages 
with  full  scale  pressure  ranges  of  10  psl  and  above. 


TABLE  1  -  IMPORTANT  PROPERTIES  OF  METALS  CONSIDERED  FOR 
PRESSLTIE  GAGE  DIAPHRAGMS 


Material 

Elastic 
Modulus,  ■ 
psl 

Specific 
Weight 
■  lbs/ In  ^ 

Corrosion  Resistance 
of  Water 

!  Beryllium  Copper 

t 

19  X  10^ 

.297 

very  good 

1 

j  Titanium 

16  X  10* 

1  .164 

good 

1 

I  Alutnlnum 

t 

10  X  10^’ 

'  .101 

1 

fair 

!  Magnesium 

6.5  X  10*’ 

.0648 

poor  ^ 

For  a  1  psl  gage  with  a  diaphragm  size  of  1/2  Inch  diameter.  Table  2  gives 
design  data  on  the  diaphragm  thickness,  maximum  allowable  average  strain,  and 
natural  frequency  for  four  candidate  metals  to  be  used  In  gage  construction. 

The  data  In  Table  2  shows  that  although  the  natural  frequencies  are  acceptable 
(1)  the  maximum  allowable  strains  are  well  below  the  desired  1000  mlcrolnches/ 
Inch  to  give  a  sensitivity  of  2  mv/v  and  (2)  the  diaphragm  thickness  are  too 
thin  to  make.  The  DTNSRDC  Machine  Shop  states  that  they  cannot  reliably  machine 
a  1/2  Inch  diaphragm  thinner  than  0.004  Inch  or  a  1/4  Inch  diaphragm  thinner 
than  0.002  Inch. 
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TABLE  2  -  DESIGN  DATA;  METAL  DIAPHRAGMS 
FOR  I  PSI  GAGES 


^^^terlal 


Maximum  allowable  strain, 
e  ,  for  1%  Non-llnearlty 
Mlcrostraln 


Natural 
Frequency,  Hz 


Diaphragm 
Thickness , 
In . 


.0024 

.0026 

.0028 

.0032 


Due  to  these  considerations,  no  uniform  thickness  diaphragms  were  machined 
t  ri'ir  unv  of  t  tu'  metals  listed  in  Table  1. 

F 1  a  s  t  i  r  s 

Since  the  theoretical  equations  show  that  a  low  density,  low  modulus  dia¬ 
phragm  material  is  desirable,  two  plastics  were  Investigated  as  diaphragm  mate¬ 
rials.  They  were  unlubrlcated  delrln*  (a  homopolymer  acetal)  and  unplasticized 
polyvinyl  chloride  (PVC)  ,  type  1.  The  acetal  was  picked  because  it  was  claimed 
to  have  more  metall Ic-l Ike  properties  (high  fatigue  endurance  limit,  dimensional 
stabllltv,  resistance  to  bending  under  load,  and  returns  to  its  original  shape 
when  a  load  is  removedl  than  most  plastics.  Also,  It  has  a  low  water  absorption 
rate.  However,  it  Is  hard  to  cement  a  strain  gage  to  it  (a  cyanogen  cement  is 
required).  The  unplasticized  PVC  was  chosen  since  It  Is  very  rigid,  has  a  low 
water  absorption  rate  and  cements  adhere  to  it  easily.  The  modulll  and  specific 
weights  of  acetal  and  PVC  are  shown  In  Table  3. 


TABLE  3-  IMPORTANT  PROPERTIES  OF  PLASTICS 
CONSIDERED  FOR  PRESSHRE  CAGE  DIAPHRAGMS 


Material 

Acetal 

PVC 


Modulus 
_ psl 

0.41  X  10| 
0.43  X  ]0' 


Specific  Weight 
lbs/ In. _ 


^Trademark  of  Dupont 


For  a  1  pel  gage,  Table  A  shows  design  data  for  the  thickness,  average  strain 
level,  and  natural  frequency  of  1/2  Inch  diameter  acetal  and  PVC  diaphragms.  In 
developing  Table  A,  calculations  using  Equation  (6)  show  that  the  non-llnearlty 
will  be  less  than  IZ  for  strain  levels  well  over  1000  mlcrostraln.  Therefore, 
using  Equation  (3)  the  diaphragm  thickness  was  calculated  to  produce  1000 
mlcrostraln  at  1  psl. 


TABLE  4  -  DESIGN  DATA:  PLASTIC  DIAPHRAGMS 
FOR  1  AND  5  PSI  GAGES 


' 

Diaphragm 

Average  Strain 

Natural 

Pressure 

Thickness 

e,,,  for  1  psi 

Frequency 

Range 

1 

Material 

in . 

Microstrain 

Hz 

1 

!  1  psi 

Acetal 

.00  70 

1000 

332A 

1  psl 

PVC 

.0068 

1000 

3324 

1  5  psl 

Acetal 

.0156 

1000 

7432 

5  ps  i 

PVC 

_ 

•  0152 

1000 

7432 

In  addition,  the  table  shows  the  same  design  data  for  5  psi  pressure 
transducers.  Since  DTNSRDC's  dynamic  pressure  calibrator  does  not  operate 
below  5  psi,  it  was  decided  to  build  some  5  psl  gages  In  addition  to  the  1  psi 
gages  to  check  the  correlation  between  calculated  and  measured  values  of  natural 
frequency. 

STATIC  CALIBRATION 

Since  the  design  calculations  showed  good  potential  for  fabricating  plastic 
pressure  gages,  four  plastic  units  were  built  in  the  range  of  1  to  5  psi.  Two 
acetal  pressure  gages  were  made  witli  a  range  of  5  psl.  Although  a  number  of 
attempts  were  made,  no  successful  1  psi  pressure  gages  were  manufactured  from 
the  available  acetal  stock.  Two  PVC  pressure  gages  were  made;  one  with  a  full 
scale  range  of  1  psl,  and  one  with  a  range  of  2  psi.  The  four  pressure  gages 
were  statically  calibrated.  And  a  linear  regression  analysis  was  performed 
on  each  calibration  run.  The  results  are  shown  in  Table  5.  The  sensitivity 


of  each  gage  was  far  below  the  design  calculations  of  2  inv/v.  The  combined 
non-1 Inearlty  and  hysteresis  of  every  run  varied  from  1.30%  to  4.33%.  These 
values  are  well  above  the  design  limit  of  1%.  Also,  the  zero  shift  of  each 
gage  was  high,  approaching  6%  of  full  scale  in  some  cases.  The  reduced 
sensitivity  probably  was  caused  by  the  thickness  and  modulus  of  elasticity 
of  the  strain  gage  and  adhesive.  For  thin  diaphragms  the  strain  gage  and 
adhesive  increase  the  diaphragm  thickness  significantly.  Also  the  strain 
[■aKO  and  adhesive  have  modulil  of  elasticity  which  can  be  greater  than  the 
mocliilll  of  PVC  and/or  acetal. 


TARTF  R  -  CAE.iBRATION  RESULTS  FOR 
FOUR  PLASTIC  PRESSURE  GAGES 


Combined  Non-Linearity 
and  Hysteresis _ 


Pressure 

Range 

Diaphragm 
Th  Ickness 

in . 

Cal  Ibration 

Run  No. 

Full  Scale  : 
Output 
mv/v 

Maximum 
Deviation 
%  F.S.  ; 

S  tandard 
Deviation 
psi 

Zero 
Shift 
%  F.S. 

S  psi 

.0180 

1 

.  7683 

-1.52 

.0505 

1.04 

\.'  e  t  a  1 

2 

■  .7641 

2.22 

.0932 

3.79 

3 

.7448 

1.91 

.0711 

3.62 

'  4 

.7329  : 

-2.41  1 

.0948 

3.68 

average= 

.7525  ; 

S  ps  i 

.01R2 

1 

.8371  ; 

-3.87 

.1380 

5.85 

V  e  t  a  1 

2 

i  .8314  1 

-3.64  ; 

.1335 

5.58 

3 

.8295  ; 

-3.56  ; 

.1281 

5.50  1 

average= 

. 832  7  1 

: 

' 

:  psi 

.0105 

1 

.8108 

1 .30 

.0123 

4.46 

PVC 

2 

;  .7673  1 

3.37  ; 

.0511 

5.52 

average= 

;  .7890 

1 

I 

1  psi 

.00b 

1 

;  .5345  ! 

-4.33  i 

.0307 

5.  76 

PVC 

2 

!  .5115  1 

-3.20  ; 

.0220 

2.93 

'  average= 

:  .5230  ; 

I'YNAMir,  CALIBRATION 

The  two  5  psi  acetal  gages  were  dynamically  calibrated  in  a  Type  P-142 


The  calibrator  generates  a  step  pressure  change  on  the  face  of  a  gage  using 
heltum  gas.  A  piezoelectric  pressure  transducer,  Kistler,  Type  603A,  Is  used 
as  a  reference  device  to  measure  the  rise  time  of  the  pressure  step.  Figure  1 
shows  the  pressure  step  generated  by  the  calibrator;  Figures  4  and  5  show  the 
pressure  response  of  the  two  acetal  pressure  transducers.  The  gages  natural 
frequencies  were  derived  from  these  pressure  response  photographs  and  are  listed 
in  Table  6.  The  calculated  natural  frequency  from  design  equations  are  also 
listed  In  Table  6  for  comparison.  The  data  indicates  the  measured  frequencies 
are  23  to  38  percent  higher  than  the  calculated  values^  Tliis  difference  is 
probably  due  to  the  stiffening  effects  of  the  strain  pace  and  adhesive  ui  the 
d iaphragm . 

TABLE  b  -  CALCn-ATKP  ANP  MF.ASl’RFP  N’ATIKAI  FP FOri- NC  I FS 
OF  5  PSl  ACFTAl.  PRFSSPPF  GAOFS 


Percent  by  which 

Pressure 

Diaphragm 

C  a  1  c  u  1  a  t  ed 

Measured 

measured  fn  exceei 

Cage 

Thickness 

fn 

fn 

cal  cul  ated  f,, 

In . 

Hz 

Hz 

Acetal 

.0180 

90  43 

12,500 

38 

Acetal 

.0142 

8187 

10,000 

23 

7.FR('  THICKNFSP  PIAPHRACM  PRFSSl'RF  CAGE 

Since  the  outpvits  of  the  plastic  pressvire  pages  were  s('  low,  it  was  decid.ed. 
to  examine  the  influence  of  the  foil  strain  page  on  pressvire  tr.uisducer  sensi¬ 
tivity.  A  diaphragm  type  foil  strain  gage  (1/2  in.  nominal  diameterl  was  ren-ente 
across  the  open  end  of  a  hollow  cvlinder  as  shown  in  Figure  h.  Since  there  is  n.' 
diaphragm  except  th.e  strain  page  Itself,  the  unit  is  called  tlie  "zero  tin'ckness" 
iiapl'.ragm  pressure  gage.  The  unit  was  calibrated  in  the  same  manner  as  the  other 
pressure  gages  over  a  range  of  0  to  0.4  to  0  ps  1  .  The  calibration  was  stoi'ped  at 
0.4  psl  to  prevent  over-stressing  the  "diaphragm".  As  Figure  7  sliows,  the  capo 
was  hlghlv  non-linear.  However,  the  hysteresis  was  only  0.82',  and  the  zero  sliilt 
was  0.42.  A  second  calihratlon  run,  not  shown  on  the  graph,  showed  the  repeat- 
ah i 1  i t  V  wa  s  0.72. 

1  a 


rho  iiKToasc  in  tho  oscillatory  amplitude  at  the  right  of 
ligure  r>  is  an  anomaly  generated  by  the  calibrator,  not  the 
pressure  gage. 


l  igure  S  -  Steji  lunction  Response  of  I'rcssure  dage 
made  with  ('.(Ubd  incli  Acetal  Piaphragm 


1 


The  gage  was  also  calibrated  twice  In  its  linear  range  from  0  to  0.1  psl, 
and  the  data  was  plotted  as  shown  in  Figure  8.  A  regression  analysis  was 
performed  on  the  data  and  the  results  are  tabulated  In  Table  7.  The  analysis 
showed  that  the  sensitivity  was  0.2453  mv/v  for  a  full  scale  pressure  of  0.1 
psl.  This  is  equivalent  to  a  sensitivity  of  2.453  ir. /v  psl  (l.e.  (.2453  mv/v)/ 
(.1  psl)  which  Is  on  the  order  of  our  design  goal  of  2  mv/v  sensitivity  for  a 
1  psl  gage.  However,  the  sensitivity  was  achieved  with  a  "zero  thickness" 
diaphragm.  out,  Equation  (3)  shows  the  sensitivity  is  inversely  proportional 
to  the  square  of  the  diaphragm  tiiickness.  Therefore,  when  the  strain  gape  is 
actually  boniad  to  diapliragm,  the  output  of  the  pressure  page  Is  redined  since 
the  total  thickness  of  diaphragm  and  strain  gape  is  much  thicker  than  the 
strain  gape  alone.  Because  of  this  decrease  in  sensitivity,  we  can  conclude 
that  a  1  psl  full  scale  pressure  transducer  with  a  1/2  inch  diameter  diaphragm 
cannot  be  made  with  a  sensitivity  of  2  mv/v  using  a  dianliragm  strain  gape. 


TABLE  7  -  CAI.IBRATION  RESULTS  FOR  "ZERO  THICKNESS" 
niAPHRAGM  PRESSURE  GAGE 


1 

L inearl ty 

and  Hysteresis 

j 

Maximum 

S  tandard 

1 

'  Sens i t 1 V i t  V 

Dev i at i on 

Devlat ion 

Zero  Shift 

Run  No.  1 

■  1  1 

■X  of  KS 

psi 

%  of  Fs  : 

1 

r 

1  1  .2368  1 

.84 

.0004 

.08 

2  ■  i  .2537  i 

-1  .  17 

.0007 

.86 

average 

sensitivity  i  ,2433 

rAPEREP  TIIICKNESS  DIAPHRAGM 


A  cross  sectional  view  of  a  tapered  thickness  diaphragm  is  shown  in  Figure  9 
Notice  that  tlie  tapered  diaphragm  has  a  greater  thickm'ss  at  the  diaphragm  edge 
than  at  the  center.  All  of  the  taper  is  on  the  inside  surface  of  the  diaphragm. 
The  pressure  sensitive  surface  is  kept  flat  to  prevent  any  distortion  in  the 
flow  stream. 


The  tapered  thickness  diaphragm  was  examined  for  two  reasons.  First, 
Fquatlons  (1)  and  (2)  for  uniform  thickness  diaphragms  Indicate  that  the  radial 
strain  Is  twice  the  tangential  strain  at  any  applied  pressure.  If  the  thickness 
at  the  diaphragm's  edge,  tj.,  is  greater  than  the  center  thickness,  t  ,  the 
maenltude  of  the  radial  strain  would  approach  that  of  the  tangential  strain. 
Since  the  radial  strain  Is  so  high  In  a  uniform  thickness  diaphragm  there  is 
,1  danger  of  excessive  strain  In  the  diaphragm  in  the  radial  direction  even  for 
ii-ceptable  average  diaphragm  strains.  The  tapered  thickness  diaphragm,  since 
it  reduces  the  radial  strain,  reduces  this  possibility  of  excessive  strain. 

T!u'  second  reason  for  examining  the  tapered  thickness  diaphragm  Is  that 
the  unit  has  relatively  small  mass  at  Its  center.  The  small  mass  combined 
with  the  thick,  stiff  c 1 rcumf er ence  would  Indicate  a  higher  natural  frequency 
thin  for  a  uniform  thickness  diaphragm  for  the  same  pressure  range. 

The  shape  of  the  taper  was  chosen  to  conform  to  the  mathematical  expression 
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t 

o 


-nx“/6 


(8) 


where  t 


n 


thickness  at  x 

r/R  where  r  Is  the  radial  distance  from  the  center  of  the  diaphragm 
and  R  Is  the  radius  of  the  diaphragm 
thickness  at  diaphragm  center 

constant  that  depends  on  the  chosen  taper  (see  Appendix  B);  n 
must  be  less  than  zero  for  pressure  gage  diaphragms. 


The  stress  at  the  diaphragm  center  is: 


h  V 


(91 


■Hid  the  deflection  at  the  diaphragm's  center  Is: 
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(101 


where  a  and  b  are  tabulated  constanta  that  depend  on  n  and  are  found  In  Appendix 
B.  These  two  equations  can  be  combined  as  shown  In  Appendix  B  to  yield: 
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max 


max 

ai: 


(11) 


Kquation  (11)  shows  that,  for  a  given  full  scale  pressure  (’’„,, ^)« 
is  the  highest  diaphragm  strain  allowable  which  will  keep  the  output  linear  with¬ 
in  1’'.  Ilf  full  scale'.  The  equation  shows  that  strains  are  highest  using  materials 
with  a  low  modulus  of  elasticity,  the  same  conclusion  made  for  a  uniform,  thick¬ 
ness  diaphragm. 

The  table  in  Appendix  B  also  shows,  that  for  e  =  BOO  microinches  inch 

(50%  of  our  desired  sensitivity)  and  n  less  than  zero,  the  elastic  modulus  must  be 
below  10  X  10  psl.  Magnesium  is  the  only  metal  wiilch  has  a  modulus  this  low. 

As  was  pointed  out  before,  magnesium  corrodes  easily  In  water.  Also,  a  magnesium 
diaphragm  would  he  too  thin.  The  center  of  the  tapered  diaphragm,  t^ ,  would  be 
less  than  .0032  inches  (the  thickness  of  a  uniform  thickness  diaphragm  gage  made 
from  magnesium  -  which  we  noted  was  too  thin  to  reliably  machine).  If  acetal 
and  PVC  were  machined  into  tapered  diaphragm  pressure  gages,  the  gages  would 
exhibit  the  same  '.rawbacks  as  uniform  thickness  diaphragm  -plastic  gages:  large 
hysteresis  and  zero  shifts  and  low  strain  output.  For  these  reasons,  and  because 
a  tapered  thickness  diaphragm,  is  difficult  to  machine,  no  tapered  diaphragm 
gages  were  made . 


CANTII.EVER  Sl'PPORTEP  PIAPHRACM 


THEORY 

The  cantilever  supported  diaphragm  is  quite  different  from  the  uniform  and 
tapered  thickness  diaphragms.  As  seen  In  Figure  10,  the  cantilever  supported 
diaphragm  pressure  gage  is  made  from  a  single  piece  of  thin  metal  stock.  A  slot 
in  the  shape  of  a  "spoon"  is  cut  in  It.  The  wide  portion  of  the  spoon  is  a 
1/2  inch  X  1/2  inch  diaphragm,  and  the  slender  section  is  the  supporting 


2  1 


cantilever  spring.  Strain  gages  are  mounted  on  both  sides  of  the  cantilever 
3/4  inch  from  the  center  of  the  diaphragm.  The  metal  casing  outside  of  the 
"spoon"  may  be  any  shape  and  thickness  desired.  The  particular  shape  shown 
in  Figure  10  was  chosen  to  fit  existing  calibration  equipment.  After  the 
strain  gages  were  mounted  the  entire  pressure  gage  was  covered  with  a  thin 
rubber  membrane  glued  to  the  metal  on  the  side  opposite  the  connecting  cable. 
There  are  other  shapes  of  diaphragms  and  cantilevers  that  can  be  made  as  shown 
In  Appendix  C. 

Pressure  Is  applied  to  the  membrane  side  of  the  unit.  The  diaphragm 
deflects,  bending  the  cantilever  and  generating  an  electrical  o  itput  from  the 
strain  gages.  For  the  gage  In  Figure  10,  It  is  shown  In  Appendix  C  that  the 
strain  at  the  strain  gage  location  is  given  by: 


Kl  “ 

For  beryllium  copper  (BeCu)  and  a  design  strain  of  1000  micro-lnches/lnch 
at  1  psl,  the  metal  thickness,  t.  Is  0.0221  inch.  This  is  almost  an  order 
of  magnitude  thicker  than  a  uniform  thickness  BeCu  1  psl  diaphragm. 

The  cantilever  supported  diaphragm  gage  has  a  linear  output,  even  at 
large  strains,  subject  to  the  assumption  In  Appendix  C.  These  assumptions 
are  much  less  restrictive  than  the  requirements  to  produce  a  non-l Inear  1  ty 
error  less  than  1%  for  uniform  and  tapered  pressure  gages. 

To  calculate  the  natural  frequency  of  a  cantilever  pressure  gage,  tie 
mass  of  both  the  diaphragm  and  the  cantilever  must  be  taken  Into  account. 
The  resonant  frequency  equation  developed  In  Appendix  C  is: 


(12) 


=  0.28 


where  i  =  moment  of  inertia  of  the  cantilever 
m  =  mass  of  the  diaphragm 

11  =  mass  per  unit  length  of  the  cantilever,  and 
1  =  length  of  the  cantilever 
these  terms  are  further  defined  In  Appendix  C. 


(13) 


For  a  BeCu  pressure  gage  with  the  dimensions  previously  given,  the  natural 
frequency  is  3A0  Hz.  Obviously,  this  gage  can  not  be  used  for  measurements  in 
the  frequency  range  of  0  to  600  Hz.  But  it  can  be  used  for  SES  model  measurements 
ill  the  range  of  0  to  20  Hz. 

I  Xi’KRlMF.NTAh  PRKSSURF.  CAGE 

due  experimental  cantilever  pressure  gage,  with  a  design  based  on  Equation 
(12)  was  constructed  from  beryllium  copper.  The  unit  was  evaluated  with:  (1)  no 
rubber  covering,  (2)  a  1/16  (.0625)  Inch  rubber  membrane  cover,  and  (3)  a  .0025 
iiui;  rubber  membrane  cover. 

To  calibrate  the  page  with  no  covering,  weights  were  suspended  from  a  string 
cencnied  to  the  center  of  the  diaphragm.  The  weights  were  converted  to  equivalent 
ns  i  tor  data  reduction  purposes.  A  regression  analysis  was  performed  on  the  data, 
luil  the  results  are  shown  in  Table  8. 


TABLE  8  -  CALIBRATION'  RFSl’LTS  FOR  CANTILEVER 

PRESSUBE  CAGE 


(.'  ond  i  1 1  on 

Hun  j 
No.  i 

'  ■'*'  . . . . .  . i 

Sensitivity 

mv/v 

Maximum 

Deviation 

1  of  FS 

Standard 
Deviat 1  on 
PSl 

Zero  Shift 
%  of  Full  Scald 

no  cover 

■  1 

1 

1 

2.5678 

I - 

-.11 

1 

.0005 

1 

1 

1 

.01 

.0625"  rubber 

2 

1.1398 

! 

2.53 

.0123 

2.32  i 

.0625"  rubber 

3 

1.1247 

-3.42 

.0146 

1.89  ; 

.0625"  rubber 

4 

1.1559 

-3.50 

.0151 

1.00  1 

average  sensitivity 

1.1401 

(average  of 

runs  2 

3,  4) 

1 

.0025"  rubber 

5 

2.4379 

-2.17 

.0095 

.06  ! 

For  the  first  run  (no  covering),  the  sensitivity  was  2.5686  mv/v,  a  little 
ahi've  the  sensitivity  requirement  of  2  mv/v.  The  maximum  non-llnearitv  and 
hvsteresls  error  was  0.11%.  And,  the  zero  shift  was  well  below  1%  of  full 


s  I  a  1  ( 


After  the  .0625  inch  covering  was  applied,  the  experimental  gage  was  cali¬ 
brated  three  times.  A  linear  regression  analysis  was  performed  on  each  run 
with  the  results  shown  in  Table  8.  The  data  shows  the  .0625  inch  cover  degraded 
the  gage  performance  significantly.  The  sensitivity  was  only  1.140  mv/v,  far 
below  the  desired  sensitivity.  The  zero  shift  and  combined  non-linearity  and 
hysteresis  were  well  above  the  desired  values  of  1%. 

The  .0625  inch  covering  was  removed  and  replaced  by  a  .0025  inch  membrane. 

The  pressure  gage  was  recalibrated  and  a  linear  regression  analysis  was  performed 
on  the  data.  These  results,  also  shown  in  Table  8,  indicate  the  combined  non¬ 
linearity  and  hystersis  was  2.17%.  A  close  examination  of  the  actual  calibration 
data  points  Indicates  that  the  hysteresis  1;,  low,  the  2.17%  is  therefore  due 
mostly  to  non-1 inearltv.  Also,  the  zero  shift  was  very  low  and  the  sensitivity 
was  2.4379  mv/v.  This  sensitivity  Is  95%  of  the  uncovered  pressure  gage  sensi¬ 
tivity  and  Is  above  our  design  goal  of  2  mv/v. 

The  cantilever  pressure  gage  performed  much  better  with  the  .0025  inch  cover 
than  with  the  .0625  incli  covering.  However,  the  thin  cover  also  restricted  the 
m.otion  of  the  diaphragm  which  caused  some  non-linearity  (2.17%  combined  non¬ 
linearity  and  hysteresis  error  versus  0.11%  for  the  uncovered  gage).  The 
linearity  could  be  improved  by  reducing  the  sensitivity  since  the  2.4379  mv/v 
was  higher  than  the  required  2  m.v/v  for  1  psi . 

St'MMARY  AND  CONCLUSIONS 

In  extending  the  design  of  the  existing  Bikini  gage  to  the  1  psi  range,  three 
types  of  diaphragms  were  investigated:  uniform  thickness,  tapered  thickness,  and 
the  cantilever  supported  diaphragm. 

Kquations  for  the  theoretical  pressure  response  were  developed  for  each  type 
of  diaphragm.  The  equations  for  the  uniform  thickness  diaphragms  showed  that: 

(1)  a  very  thin  diaphragm  is  required  for  measuring  1  psi,  and  (2)  the  material 
which  will  result  in  a  pressure  gage  with  the  best  combination  of  linearity  and 
sensitivity  is  one  with  a  low  modulus  of  elasticity. 


Since  plastics  have  lower  elastic  modulus  than  metals  the  use  of  plastics 
for  diaphragm  materials  was  Investigated.  Experimental  gages  were  made  from 
two  plastics,  acetal  and  polyvinyl  chloride  (PVC).  The  static  performance  of 
the  plastic  diaphragm  gages  was  poor  -  the  gages  had  large  hysteresis  errors 
ami  zero  shifts,  and  poor  repeatability.  In  addition,  the  sensitivities  of  the 
.'vper Imental  gages  were  well  below  the  sensitivities  predicted  by  the  theoretical 
equations.  The  low  sensitivity  Is  probably  due  to  the  diaphragm  stiffening 
('fleets  caused  by  the  strain  gage  and  the  adhesive  used  to  bond  it  to  the  thin 
dlapliragm.  The  5  psl  acetal  gages  were  dynamically  calibrated  In  a  shock  tube.* 
Titi'v  iiad  very  high  natural  frequencies  (10  Khz  or  higher). 

id  examine  the  stiffening  effect  of  the  strain  gage  and  adhesive,  a  "zero 
tlilckness"  gage  was  made  by  cementing  a  diaphragm  type  foil  strain  gage  (1/2 
inch  in  diameter)  across  the  open  end  of  a  hollow  cylinder.  In  this  gage,  the 
strain  cage  Itself  Is  the  diaphragm.  Calibration  of  this  pressure  gage  showed 
that  if  the  sensitivity  In  its  linear  range  (0  to  0.1  psl)  were  extrapolated 
to  1  psl,  It  would  have  a  sensitivity  of  about  2.5  mv/v.  Since  Its  linearity 
fell  off  rapidly  above  0.1  psl,  and  when  cemented  to  an  actual  diaphragm  would 
have  a  much  lower  sensitivity,  this  experiment  Indicates  that  a  1 /2  Inch  diameter 
diaphragm  type  foil  strain  gape  cannot  be  used  to  make  a  uniform  thickness 
iiapliragm  1  psl  pressure  page  with  a  sensitivity  of  2  mv/v. 

Tlie  equations  for  the  tapered  thickness  diaphragm  pressure  pages  showed  that 
for  the  required  1  psl  pressure  range  the  diaphragm  would  be  too  thin  for  metals 
other  than  magnesium.  If  tapered  thickness  diaphragms  were  made  from  plastics 
the  resulting  gages  would  probably  have  the  low  sensitivities  and  other  problems 
of  the  plastic  uniform  thickness  diaphragm  pages.  Thus,  no  experimental  gages 
were  constructed  with  tapered  diaphragms. 

Pesipn  equations  were  developed  for  a  cantilever  supported  diaphragm  page. 
And,  an  experimental  gape  was  built  using  beryllium  copper.  Rubber  membrane 
coatings  of  two  different  thickness  were  used  with  this  gage.  The  best 
I'cr  formance  of  all  the  experimental  pages  was  obtained  with  the  cantilever 
■;upport('d  diaphragm  covered  with  a  .0025  Inch  waterproof  rvibber  membrane. 

*  The  OrNSRPe  shock  tube  cannot  be  used  below  5  psl. 


This  gage  had  the  highest  sensitivity  of  any  of  the  experimental  units  l.kt*  mv/v, 
exceeding  the  desired  sensitivity  of  2  mv/v.  The  cantilever  supported  diaphragm 
pressure  gage  also  had  a  very  low  zero  shift.  The  combined  linearity  and 
hysteresis  of  this  gage  was  2.17%  of  full  scale,  higher  than  the  design  goal 
of  IZ. 

A  summary  of  the  static  calibrations  of  all  the  gages  Is  given  In  Table  9. 
This  table  also  contains  the  resonant  freqiiencv  of  the  1  psl  acetal  gages. 

RFCOMMKN’PATK'NS 

The  cantilever  supported  dlapbragr-  pressure  gaee  looks  promising.  Its  draw¬ 
backs  are  its  iilgh  non- 1  Inear  i  t  v  error  .ind  si'mewhat  low  calculated  natural 
frequencv.  However,  It  Is  expeete/^  tint  further  development  work  could  minimize 
If  not  eliminate  these  deficiencies.  In  particular,  it  Is  recommended  that  the 
cantilever  supported  diaphragm  gage's  non-linearity  be  reduced  by  reducing  the 
diaphragm's  deflection  by  making  the  diaphragm  thicker.  Since  this  gage  had  a 
higher  sensitivity  than  desired  it  Is  expected  that  the  reduction  in  sensitivity 
caused  by  making  the  diaphragm  thicker  would  not  prevent  the  desired  sensitivity 
of  2  mv/v  from  being  achieved.  The  thicker  diaphragm  would  also  increase  the 
gage's  natural  frequency.  In  addition,  the  non-linearity  error  could  be  reduced 
by  optimizing  the  membrane  used  to  cover  and  waterproof  the  diaphragm. 
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APPFNDIX  A 


% 


.1 


STRAIN  DISTRIBUTION  AND  AVERAGE  STRAIN 
IN  A  "NIFORM  THICKNESS  DIAPHRAGM 

The  imlfonn  thickness  diaphragm  Is  shown  In  Figure  2  on  page  (i  .  The 
derivation  of  the  design  equations  for  the  uniform  thickness  diaphragm  are 
based  on  the  following  assumptions: 

(1)  diaphragm  deflection  Is  limited  to  the  diaphragm  thickness, 

(2)  the  diaphragm  Is  rigidly  clamped  along  Its  entire  periphery, 

(3)  diaphragm  material  exhibits  perfect  elastic  behavior,  and 

(4)  the  strain  gage  and  adhesive  add  negligible  stiffening  and 
mass  to  the  diaphragm. 

UTien  a  uniform  thickness  diaphragm  Is  deflected  In  a  direction  normal  to 
Its  surface,  the  strain  Is  related  to  the  radius  of  the  curvature  of  the  deflected 
diaphragm  at  the  point  of  interest.  Specifically,  from  reference  8,  the 
expressions  for  radial  and  tangential  strains  are: 


d  d 

=  and  c  - 

“■  'r  ^  ^ 


(A.n 


where  r  and  r  are  rad  i  1  of  curvature  In  radial  and  tangential  directions, 

I'  t 

respectively,  and,  d  is  the  distance  of  the  point  In  question  from  the  neutral 
surface  of  the  diaphragm.  Fee  Figure  A.l. 


For  the  case  of  strain  at  the  surface  of  the  diaphragm. 


d  =  t/2.  And,  the  strain  equation  (A.l)  become 


I  I 


l  dr 


(A. 2) 


For  symmetrical  bending  of  circular  plates  due  to  uniform  loading,  the 
o 

radii  of  curvature  are  given  by: 


h-i  .  ’  j-  i.  i*'.  1  .  i  ..i-ibii 


where  r  =  radial  distance  from  the  center  of  the  diaphragm 

z  =  the  deflection  of  the  diaphragm  (see  Figure  A. 11 

i-l;’. 

1^.  =  the  first  derivative  of  deflection  with  respect 

to  radial  distance 

d-z 

1  1  =  the  second  derivative 

U  l  “ 


The  deflection,  z,  of  a  circuit  plate  with  clamped  edges  which  Is  uniformly 
loaded"  is  given  by: 
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>  ) 
r^y 


(A 


where  P  =  pressure 

V  =  Poisson's  ratio 
E  =  modulus  of  elasticity 
t  =  diaphragm  thickness 
R  =  diaphragm  radius 

r  =  radial  distance  from  center  of  dlaphgram 
Taking  the  derivatives  of  the  deflection,  z,  the  expressions  for  the 
radii  of  curvature  become 
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Subst t tut Inp  these  equations  In  (A. 2)  gives; 
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These  <‘(|uatlons  give  the  radial  and  tangential  strain  at  any  radius, 

I  ,  on  the  iilaphrapm.  Thest'  strain  d  1  st  r  ihut  i  ons  are  plotted  In  I'ipure  A. 2. 

[Tie  average  radial  strain  is  found  from  Equation  (A. 5)  by  integrating  between 
r,  and  r  (the  radial  limits  of  the  radial  element  of  the  strain  page  shown 

I 

in  I'ipure  A.21,  Tlte  average  strain  in  the  radial  element  Is  therefore 


r  r  ,  I 


/ 


)  l'(  l-v") 

iJ  It.’ 


(  I  .’r'  -  -iK'  )di 


I  I'd-v-’)  ; 

H  l.t-  r,  -  I  I 


\  I 


To  p\it  Equation  (A. 7)  into  a  more  useful  form,  an  average  value  for  the 

t  I  r  , 

t  .It  Ins  and  •  were  computed  based  on  the  values  of  r.  and  r,  of  commerc  la  1  1  v 

i;  I'  > 

'f  ilnahle  diaphragm  strain  gape  sizes. 

The  typical  averages  of  r,  and  r,  were  found  from  manufacturer's  data 

.  I  :  O  O  I  s  to  be 


r 


7ft52R 


r ,  -  .9291R 

“AVr, 

Substitution  of  these  values  in  Equation  (A. 7)  plves  a  value  of  the 
average  radial  strain  as 


llie  average  tangential  strain  Is  found  from  Equation  (A. 6) 


>  dr 
o  1 


wli.i  e  r  Is  defined  In  Figure  A. 2  as  the  maximum  radial  dimension  of  the 
t.ingentlal  strain  measuring  element  of  the  diaphragm  foil  strain  gage. 
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I  roni  manufacturer's  data  sheets  it  was  found  for  the  tangential  elemmit 

t  hat 

r  j  =  .4082R 

Substitution  of  this  value  gives 
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ihd  page  strain  is 
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APPENDIX  B 


TAPERED  THICKNESS  DIAPHRAGM 


Figure  B.l  shows  the  cross  section  of  a  tapered  thickness  diaphragm.  , 

The  variation  In  diaphragm  thickness  Is  given  by  the  equation  t  =  t^  exp(  . 

see  reference  13.  Also  shown  in  Figure  B.l  are  the  diaphragm  thicknesses  and 
shapes  for  values  of  n  ranging  from  +4  to  -4.  Note  that  for  positive  values 
of  n  the  diaphragm  is  thickest  at  the  center  reducing  in  thickness  to  the 
edge.  The  condition  of  positive  n  would  ttius  lead  to  a  relatively  low  natural 
frequency  since  a  large  percentage  of  the  diaphragm  mass  would  be  at  the  center 
supported  by  the  relatively  thin  portion  of  the  diaphragm  at  the  ends.  The 
opposite  Is  true  for  conditions  of  negative  n.  The  relatively  small  mass 
at  the  center  and  the  thicker  stiff  ends  would  imiicate  a  higher  natural 
frequency  than  for  a  non-tapered  diaphragm. 

The  following  assumptions  apply  to  the  analysis  of  a  variable  thickness 
diapliragm: 

1.  the  diaphragm  is  made  of  a  homogeneous  and  isotropic  material 

2.  the  thickness  is  not  greater  than  one-quarter  (1/4)  of  the  diameter,  and 

the  maximum  deflection  is  not  greater  than  the  thickness,  t  ,  at  the  diaphragm 

o 

cei  ter 

3.  all  forces  are  normal  to  the  plane  of  the  diaphragm 

4.  the  diaphram  is  nowhere  stressed  beyond  its  elastic  limit 

From  reference  13,  the  maximuty  stress  and  deflection  equations  for  a 
diaphram  with  shape  t  = 


are 


1 


t'' 

o 


(B.l) 


and 


'jure- 


where 


z  “  deflection  at  the  center  of  the  diaphragm 
R  ■=  diaphragm  radius 

t  =  thickness  at  the  center  of  the  diaphragm 
P  =  pressure 

E  *  modulus  of  elasticity 
X  =  r/R 
n  =  constant 

a  and  b  are  tabulated  constants  in  Table  B.l 
To  limit  the  non-linearity  error  to  IZ  when  the  pressure  Is  maximum  fP=P^  ), 
we  have  the  restriction  that  z 

max 

'  max 

t 

1' 


1.0  t  .  I’slng  Equation  B.2  this  gives 


1.(1  =  I’  Et  ' 

max  i> 


(B.3) 


or 


-I 


1 

aP 

max 


(B.4) 


Solving  Equation  (B.l)  for  the  ratio  (  )  ,  squaring  this  result,  and 

^  o 

t.v,  II  using  the  relation  s  =  Ee  (which  ignores  the  small  effect  of  Poisson's 
ratio)  gives 


( 


o 


-S  ' 

max 

hP 

max  ' 


bP 

max 


E 

aP  ' 
max 


(Note  the  last  equality  comes  from  Equation  (B.4)).  Using  the  last  two  terms 
gives : 


irp 

ma  X 

n 

.U' 

max 


(B.  5> 


>1 


Table  B.l  shows  values  for  E  tabulated  from  Equation  (B.5)  for  e 

max 

500  microlnch/lnch,  P  =  1.0  psl,  z  =  1.0  t  .  The  table  is  taken  from 

max  max  o 

pa^^e  228  of  reference  13. 


TABLE  B.l  -  MODUIAIS  OE  ELASTICITY  REQUIREMENTS 
FOR  A  TAPERED  THICKNESS  DIAPHRAGM 


n 

+4 

+3 

+2 

+  1 

0 

-1 

-2 

-3 

-4 

h 

2.14 

1 .63 

1.31 

0.985 

0.75 

0.55 

0.43 

0.  32 

0.  26 

a 

0.4375 

0.3490 

0.276 

0.217 

0.1707 

0.1343 

0.1048 

0.0830 

0.06  5 

4  1.9 

30.5 

24.9 

17.9 

13.2 

9.0 

7.0 

4.9 

4,1 

k  /t 

98. P 

96.7 

97.4 

95.3 

93.7 

90.5 

90.4 

87.8 

45.1 

Note: 

lor  magnesium  F.  = 

6.5  X 

10^  ,  this 

Impl les 

R/t  = 

( ) 

90.4  or 

t  =  10.25/90.4)  =  .00276  inch. 


The  study  of  the  minimum  required  elastic  modulus  for  tapered  diaphragms 

with  a  thickness  variation  of  t=t  (.’xn  ‘ —  indicates  that  for  a  diapliragm 

o  6 

thinner  at  the  center  than  at  the  edges  (n  0),  an  elastic  modulus  of  less 
than  10  million  is  necessary.  A  suitable  material  would  be  a  magnesium  alloy 
where  F  -6.5  x  10*’  psi.  Information  on  the  corrosion  of  magnesium  alloys 
however  indicates  this  material  is  not  suitable  for  aqueous  environments. 


APPENDIX  C 


CANTILEVER  BEAM  DIAPHRAGMS 


These  assumptions  apply  throughout  the  following  analysis  (see  reference 

M): 

1.  the  beam  Is  of  a  homogeneous  material 

2.  the  undeflected  beam  Is  straight 

3-  the  beam  cross  section  Is  uniform  along  its  length 

4.  the  beam  has  at  least  one  longitudinal  plane  of  symmetry 

5.  all  loads  and  reactions  are  perpendicular  to  the  beam  axis  and  lie 
in  the  same  plane 

6.  ;ae  length-to-thlckness  ratio  of  the  beam  is  B  or  more 

7.  the  beam  Is  not  disproportionately  wlie 

8.  the  maximum  stress  does  not  exceed  the  proportional  limit  of  the 
material 

The  diaphragm  shown  In  Figure  C.l  Is  modeled  as  a  double  cantilever 
beam  uniformly  loaded  and  with  both  ends  fixed. 
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Figure  C.l  -  Double  Cantilever  Ream  Diaphragm,  Type  One 

IS 


The  applicable  bending  moment  equation  Is 


where  P  =  pressure  on  diaphragm 
1.  =  length  of  beam 
w  =  width  of  beam 
X  =  distance  along  beam 

The  stress  in  the  outer  fiber  of  the  beam  Is 


M  6M 
^  '  1  /C  =  w't- 

where  I /C  =  section  modulus 

=  wt"/6  (see  reference  16) 
t  =  beam  thickness 

Since  stress  Is  proprotlonal  to  strain 

_  s 

K'  — 

(' 

Substituting  Equation  (C.2)  into  Equation  (C.3)  gives 


Next,  substitulng  Equation  (C.l)  Into  Equation  (C.4)  gives 


') 


(C.5) 


where  e  =  strain  In  the  outer  fibers  of  the  beaTr 

E  =  modulus  of  elasticity  of  the  beam  material 

An  equation  for  the  thickness  Is  found  by  rearranging  Equation  (C.5). 


With  (1)  an  assumed  strain  gage  location  of  x  =  .030  inches,  (2)  an  elastic 
modulus  of  E  =  19  X  10  psl  for  herylllum  copper,  (3)  beam  dimensions  shovm  In 
Figure  C.l,  and  (4)  a  strain  of  1000  mlcrolnches/ Inch . 


I  (OU))' 

i  i(  I  .0)  (  1 .0)  (  .1)  U)  -  I 


1  .0 


L 


1.0  X  10 


-3 


I't 


10' 


t  =  .0047  inchos 


A  diaphragm  with  this  thickness  was  too  thin  to  machine  and  gage.  Therefore,  a 
second  type  of  double  cant  i  lover  beam  diaphragm  shown  In  Figure  C.2  was 
Invest  1(  I ! '  d  . 


r 


Figure  C.2  -  Double  Cantilever  Beam  Diaphragm,  Type  Two 

The  analysis  of  moments  and  end  reactions  Is  performed  by  the  method  of 
superposition  using  cases  33  and  34  in  reference  15: 

rase  33:  for  fixed  ends  and  uniform  loading  (In  the  following  derivation 
w  =  .?5  Inch  I.  =  1.0  inch,  and  w  and  L  are  defined  as  in  Figure  C.2) 


i\ ,  -  Iv ,  “  1  /  *•  1’ w  1 . 


=  .  1  J  ■>!’ 


M,  =  -  ,  ,  IV, , 


Mj  =  -.(V’lr 


M  ,  +  .OJ  1 !’ 


i.'f  I'ixi’J  .'luls  aiul  ivirti.il  iiail.'rm  lo.uiini 


!'  --  .S.’  IVI 


±JL^  T  t 


1 


''  t  ■ 


’4  I  .  '  •  ‘  ' 


wli'.'rt’  h 


M  =  _  i  .82I>w  (24  4^-  -  6  -  24d^) 

3  24  L  L  L 


=  -.0199P 
M,  =  +.0199P 

where  M  and  M,  have  the  directions  shown  above. 

3  4 

Summing  moments  at  a  ^’,aRe  location  of  x  =  .045  inches  as  shown  below 


j;ives 


M  -  -  M.^  +  .045b  (Rj  +  R3) 


•(.045_)- 


L“Pw  =  0 


or 


M  =  -.0509P 


Substituting  the  above  equation  into  Equation  (C.4)  and  solving  for  t  gives 

r  "1 

wl'.e  i 


for  w  =  .25  inches 

!’  =  1.0  ps  i 


e  =  1.0  A  10 

K  =  19  .X  10^ 


-  i 


I  =  .0080  inch 


.50 


This  diaptiragm  is  likewise  thinner  tlian  clesiretl, 

A  third  fixed  end  double  cantilever  beam  diaphragm  is  stiown  in  Figure  C.i 


I'l’SI  I  II 


1' i  suiri.'  F.  1  -  Ocnihle  I'ant  i  I  evi'f  IJiMrn  Diaphragm,  Tvpe  Three 

I'o  simplilv  the  calculations  the  stepped  lo.iding  sluiwn  was  iisi’d. 
The  moments  anil  reactions  Kj,  K,,  M^,  and  M,  were  obtaini'd  he  the 
principle  oi  superpt>s  i  t  ion  I  rom  the  1  ri’i'  boilv  tliagrams  t  h.it  follow; 


from  ease  5  3  (see  reteri'nee  la) 

K,  =  F  =  .OhJ'iF 
1  1 

M,  -  -  ,1,  FI.  =  -.OlOAP 


(counter  clockwise) 


.O.’Ol’.- 


l.i  i  t  J 

L 


k- 


hu-.it  ion 


Siimminr,  niomi’nts  at  tlio  gagi’  looat  i  cii  x  -  .03(1 


M 


12')  V 


(.OiO) 


2 


.020P  -  . 192P  ( .030) 


M  =-.02  38P 

indicaLiiiK  cKu  kwisi.'  niomi'ni . 

Subst  i  tut  ini;  this  i'X|>ri‘ss  imi  li'r  M  iutu  Kquat  ion  (O.A)  (;ivL‘s 


!’  = 

1  .0 

w  = 

.  1  2  1 

i  n . 

L‘  = 

1  .0  X 

!(i“ 

K  =  id  X  Ml*’ 


■  i)(  .liJh.Hl’ ) 
I 


U'fl 


I 


(  -■  .0081 


A.na  in 

tlu'  d  i  aphraiaii 

tor  t  li  i  s 

i;’,o  i  s  1 1'o  thin. 

iho  analysis  oi 

tile  sin:',  li 

•  rant  i  lov  r  Ih  mi'i 

mont 

shown  in  I'ii'.ui'o 

.  .  . 

I'ii'.uro  O.A 


Siiij’Jo  (ianlilovor  Beam  0 i .iphra>;m ,  Tvpo  Ono 


rho  moment  for  a  cantilever  beam  uniformly  loaded  is  Riven  in  refert'nce  15 
case  3  as: 

M  =  2 

where  I'  =  abP  =  total  load  on  the  beam  in  pounds  force 
L  =  length  of  tl\e  loaded  span 


then 

M  =  (.25)(I  .0)  P(.3l25) 

M  =  .0391P 

Making  use  ol  Kquation  (C.4) 

where  P  =  l.O  psi 
w  =  2c  =  .25 
e  =  1.0  X  10”^ 

K  =  19  X  u/’ 

t  =  .0070  in. 

Again,  this  diaphragm  is  too  tliin. 

A  sei'ond  single  cantilever  be.im  d  i.aphr.agin  is  shown  in  Figure  C.5. 

SIIMION 


Figure  0.5  -  Single  (Cantilever  He.im  Diaphragm,  Type  Two 


The  assumpt  ion  used  to  an.ilyzf  tliis  typo  of  beam  is  that  there  is  a  uniform 
load  along  the  hi'am  from  the  I  ree  eiel  to  the  gaged  soi  l  ion. 

Case  3  (see  refiTeiu'e  lb)  for  a  cantilc’ver  beam  with  uniform  loading  gives 


A  resonant  frequency  calculation  for  a  single  cantilever  beam  diaphragm  of 
this  type  was  made.  If  it  is  assumed  that  the  beam  behaves  like  a  uniform 
cantilever  witt\  a  concentrated  mass  at  tlie  end,  then 


f 

n 


0.2B 


(M  + 


ij 

140 


uL) 


1 

2 


Hz 


where  f 

n 

E 

I 

m 

u 

I 


resonant  frequency,  Hz 
modulus  of  I'lasticitv 

area  moment  of  inertia  of  cantilever  cross  section 
a 

mass  (puunds-sec“/ in)  of  the  diaphragm 
mass  per  unit  length  ('f  cantilever 
overall  length  of  cantilever 


(C.h) 


Equation  ((.'.6)  is  taketi  from  refi>rence  17. 

Tile  concentrated  mass,  m,  is  taken  as  the  mass  in  excess  of  a  1/8  inch  x  1.0 
inch  beam.  The  overall  length  of  the  be.im  is  assumed  to  be  tlie  length  from  the 
geometric  center  of  tlic  h  incli  wide  section  to  the  fixed  end. 


thi-n 


I  =  1/2  wf^ 


.0485  X  10 


where  m  =  1.510  x  10 
u  =  1 .605  X  10 
I,  =  .51 


siibst  i  tut  in>;  into  (0.6)  gives 


f  =  0.28 
n 


(1.510  + 


_19  X 
140  ' 


m  j 
1  .6 


.0485  _x  10  _  _ 
5.3) (.51)  ^  X 


I  =  530  Hz 

.56 


1 


11 


Iliis  prossuix'  would  be  reasonable  to  build, 

riie  third  sinijle  cantilever  beam  diaphragm  considered  (shown  in  tigure  l\f) 
IS  simply  .1  mod  i  t'i  cat  i  iin  of  the  previous  cantilever  be.am.  Also  shown  in  ligure 
I'.o  IS  the  total  loading  applied  to  the  cantilever  beam. 


I- - .  i.'cr.p 


I  -  .  Idfd’ 


ligure  d .  (>  -  Single  ('anti  lever  beam  biaiihragm,  I  ype  Ihree 

The  gage  location  is  assumed  to  be  0.9'  inch  from  the  free  end  aiul  the 
moments  can  be  computed  applying  the  principle  of  superposition  as  before. 
Using  case  .1  t'rom  reference  la  gives  a  bending  moment 


M 


. Oassi 


and  Case  no.  4  (see  reference  15)  gives  the  bending  moment  as 


I-  =  .1875(> 


=  i  1'  (,2x  -  2i,  +  a  +  b) 

wliero  a  =  ..5(^ 

li  ^  1.0 

M.^  =  .1.550P 

The  total  moment  at  the  gage  section  is 

M  =  Mj  +  M, 

M  =  .1938P 

substituting  M  =  .19.58  (for  P  =  1  psi) 

K  =  .125 
c  =  1.0  .X  10'’’ 
i;  ^  19  X  10^' 
into  liquation  IC.l)  gives 

^  ^  6(.  19,38) _ 

.125  X  1.0  X  10''^  xl9  xlO^’  J 

or 

t  =  .0221  inch 


1 


A  ;.s();iant  frequency  calculation  was  also  made  for  this  diaphragm.  Again 
assuming  ihal  the  beam  behaves  like  a  uniform  cantilever  with  a  concentrated  mass 
at  the  end.  Equation  (C.6)  applies. 

The  values  of  the  parameter  subsitiited  in  Equation  (C.6)  are 
m  =  2.7  X  10~^ 
u  =  1.8  X  10~^ 

I  =  7.40  X  10“® 


f  =  0.28 
n 


19  X  10^  X  1 ]  .  11  X  10  ^ 


(3.09  + 


33 

140 


X  2.06  X  .75) (.75) 


3 


10 


f  =  340  Hz 
n 


Even  with  the  lower  resonant  frequency,  this  gage  was  the  one  chosen  to  be  built 
due  its  greater  tiiickness.  Its  performance  is  described  in  tlie  section  titled 
"CANTILEVER  SUPPORTED  DIAPHRAGM." 
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DTNSRDC  ISSUES  THREE  TYPES  OF  REPORTS 


1  DTNSRDC  REPORTS,  A  FORMAL  SERIES,  CONTAIN  INFORMATION  OF  PERMANENT  TECH 
NICAL  VALUE  THEY  CARRY  A  CONSECUTIVE  NUMERICAL  IDENTIFICATION  REGARDLESS  OF 
THEIR  CLASSIFICATION  OR  THE  ORIGINATING  DEPARTMENT. 

2.  DEPARTMENTAL  REPORTS,  A  SEMIFORMAL  SERIES,  CONTAIN  INFORMATION  OF  A  PRELIM 
INARY,  TEMPORARY,  OR  PROPRIETARY  NATURE  OR  OF  LIMITED  INTEREST  OR  SIGNIFICANCE 
THEY  CARRY  A  DEPARTMENTAL  ALPHANUMERICAL  IDENTIFICATION. 

3.  technical  MtMuHANDA,  AN  INFORMAL  SERIES,  CONTAIN  TECHNICAL  DOCUMENTATION 
OF  LIMITED  USE  AND  INTEREST.  THEY  ARE  PRIMARILY  WORKING  PAPERS  INTENDED  FOR  IN 
TERNAL  use.  they  carry  an  IDENTIFYING  NUMBER  WHICH  INDICATES  THEIR  TYPE  AND  THE 
NUMERICAL  CODE  OF  THE  ORIGINATING  DEPARTMENT  ANY  DISTRIBUTION  OUTSIDE  DTNSRDC 
MUST  BE  APPROVED  BY  THE  HEAD  OF  THE  ORIGINATING  DEPARTMENT  ON  A  CASE  BY  CASE 
BASIS. 
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